Material Safety Data Sheet

Eclipsecoat 9KA, 9KB MSDS No. 16002.2
Date of Preparation: 5/10/05 Revision: 3/9/10
Section 1 - Chemical Product and Company lIdentification

Product: Eclipsecoat 9KA, 9KB
Manufacturer: Marshall Additive Technologies

Division of the R. J. Marshall Company Emergency Phone: (800) 424-9300
26776 W. 12 Mile Road Date Revised: 3/9/10
Southfield, MI 48034-7807 Preparer: Stephanie Nichols

Phone: (248) 353-4100, Fax: (248) 948-6460
Section 2 - Composition / Information on Ingredients

Ingredient Name | CAS Number | Percent Weight |
Hardwood Fiber 9004-34-6 (Cellulose) 50%
Adipic Acid 124-04-9 50%
Trace Impurities:
\ OSHA PEL \ ACGIH TLV |
Ingredient TWA STEL TWA STEL
Hardwood Fiber 15 mg/m® none estab. 10 mg/m® none estab.
total dust
5mg/m®
respirable
Adipic Acid none estab. none estab. 5 mg/m’ none estab.

Section 3 - Hazards ldentification
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Potential Health Effects PPET
Primary Entry Routes: Inhalation, Eye, and Skin. tSec. 8

Acute Effects
Inhalation: Fine dusts may irritate and aggravate preexisting upper respiratory disorders. Prolonged inhalation of fine dusts
over years may result in emphysema.
Eye: Finely divided particles may irritate eyes and cause watery, itchy, burning conditions.
Skin: Slight-mild skin irritant. May aggravate allergic and hypersensitive skin surfaces. May result in red, itchy, burning,
possible rash development.
Ingestion: Ingestion of small amounts may cause gastric discomfort and constipation. For larger amounts call physician or
EMS.
Carcinogenicity: NTP, IARC, or OSHA does not consider this product carcinogenic.
Medical Conditions Aggravated by Long-Term Exposure: Preexisting respiratory conditions, hyperallergic skin surfaces,
internal allergies.

Section 4 - First Aid Measures

Inhalation: If person experiences labored breathing or shortness of breath remove from area of exposure. If condition persists,
contact physician or emergency medical service.

Eye Contact: Wash with copious amounts of eyewash. If conditions persist call physician or emergency medical service.

Skin Contact: Wash skin thoroughly with soap and water. If reaction is severe call physician or emergency medical service.

Ingestion: Call physician or emergency medical service.

After first aid, get appropriate in-plant, paramedic, or community medical support.

Section 5 - Fire-Fighting Measures

Flash Point: same as wood dust

Flash Point Method: n/a

Burning Rate: Not determined.

Auto-ignition Temperature: Not determined.

Flammability Classification: Finely divided powder may be ignited by flame or electric spark.
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Unusual Fire or Explosion Hazards: Finely divided powder with air-oxygen are explosive mixtures and can ignite in presence
of flame or sparks.
Hazardous Combustion Products: By products of combustion may contain carbon monoxide, sulfur, nitrogenous oxides, and
low molecular weight hydrocarbons.
Fire-Fighting Instructions: Do not discharge into sanitary or surface water systems.

Section 6 - Accidental Release Measures

Spill /Leak Procedures: Sweep up or vacuum and place in appropriate disposal container. Dispose of at an approved landfill or
reuse.
Regulatory Requirements: Follow applicable OSHA regulations (29 CFR 1910.120).

Section 7 - Handling and Storage

Handling Precautions: Keep from heat, spark, or electrical source.
Storage Requirements: Store in dry area.

Section 8 - Exposure Controls / Personal Protection

Administrative Controls:

Respiratory Protection: NIOSH or other recognized dust masks should be mandatory.

Protective Clothing/Equipment: Protective eye glasses, gloves, and other protective clothing is recommended.
Work Hygiene: Wash hands after each exposure especially before and after using sanitary facilities.

Section 9 - Physical and Chemical Properties

Physical State: powder Water Solubility: Adipic Acid portion soluble at 1.5g/100ml
Appearance and Odor: off-white. @ 15C.

Odor Threshold: n/e Other Solubilities: n/a

Vapor Pressure: n/e Boiling Point: n/a

Vapor Density (Air=1): n/a Freezing/Melting Point: n/a

Formula Weight: n/a Viscosity: n/a

Density: n/a Refractive Index: n/a

Specific Gravity (H20=1, at 4 °C): 1.303 Surface Tension: n/a

pH: 5.19 % Volatile: Not volatile

Evaporation Rate: n/a

Section 10 - Stability and Reactivity

Stability: This product is stable at room temperature in closed containers under normal storage and handling conditions.
Polymerization: None anticipated under normal or recommended handling and storage conditions.

Chemical Incompatibilities: None known.

Conditions to Avoid: None known.

Hazardous Decomposition Products: None anticipated under normal or recommended handling and storage conditions.

Section 11- Toxicological Information

Toxicity Data:*
No specific data available.

Section 12 - Ecological Information

Cleaned up material is not known to pose any significant ecological problems. Always comply with Federal, State, and local
regulations.

Section 13 - Disposal Considerations

Disposal: Dispose as solid waste in sanitary landfill or incinerate according to Federal, State, and local regulations.

Section 14 - Transport Information

DOT Transportation Data (49 CFR 172.101):
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Section 15 - Regulatory Information

EPA Regulations:
RCRA Hazardous Waste Number: Not listed (40 CFR 261.33)
RCRA Hazardous Waste Classification: Not classified
CERCLA Hazardous Substance (40 CFR 302.4) Adipic Acid RQ 5000#
SARA Toxic Chemical (40 CFR 372.65): Not listed
SARA EHS (Extremely Hazardous Substance) (40 CFR 355): Not listed
OSHA Regulations:
Air Contaminant (29 CFR 1910.1000, Table Z-1, Z-1-A): Not listed
TSCA
This substance or all of its components are on the Chemical Substances Inventory of the Toxic Substance Control Act (TSCA
Inventory [USA]). Please note that this product is not subject to any legal reporting requirements under these acts.

Section 16 - Other Information

Prepared By: Stephanie Nichols
Revision Notes: updated product codes

Product Grades Available from the R. J. Marshall Company (this list may be incomplete):

| APC/OKA | APC/9KB |

Disclaimer: Information contained herein is presented in good faith and is based on data believed to be accurate. However no
warranty is expressed or implied regarding this information or the results obtained from the use of this Material Safety Data
Sheet, whether it originates with The R. J. Marshall Company or others. This Material Safety Data Sheet relates only to the
specific material designated herein. It does not relate to use with other material or processes. This information is supplied with
the condition that the user will make appropriate determination as to its suitability for their purpose prior to using it.
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